
STEPFLEX STF
High precision dual rubber coupling
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■ GROUP COMPANIES

■ DISTRIBUTORS

■ JOINT VENTURE COMPANIES

■ PARTNERS

AUSTRALIA
NAISMITH ENGINEERING & MANUFACTURING CO. PTY. LTD.
149 HEIDELBERG ROAD, NORTHCOTE 
3070,VICTORIA, AUSTRALIA
TEL:61-3-9489-9811  FAX:61-3-9482-1474

24 CHINA
ROSTA MP (SHANGHAI) CO.,LTD.
ROOM 201A,BULDING 1 NO.518 SHENWANG ROAD, 
MINHANG DISTRICT,SHANGHAI CHINA
TEL:86-21-5428-9775  FAX:86-21-5428-9852

CHINA
CENTA MP (SHANGHAI) CO.,LTD.
D3-1F,NO.479 CHUNDONG ROAD,XINGZHUANG 
INDUSTRY PARK,SHANGHAI 201108,CHINA
TEL:86-21-54831381  FAX:86-21-54831380

13 U.S.A.
LOVEJOY, INC.
2655 WISCONSIN AVENUE, DOWNERS GROVE, ILLINOIS 
60515, U.S.A.
TEL:1-630-852-0500  FAX:1-630-852-2120

26 AUSTRALIA
R. R. FISHER & CO., LTD.
UNIT 23 BLOCK E., CARINGBAHBUSINESS PARK 1-3, 
ENDEAVOUR ROAD, CARINGBAH NSW 2229, AUSTRALIA
TEL:61-2-9540-4533  FAX:61-2-9540-4079

28 CHINA
NANJING ANSEN M & E EQUIPMENT CO., LTD.
WEST BLOCK, 2/F , NO.1 BUILDING, SCIENCE & TECHNOLOGY 
GARDEN, No.12 DINGHUAIMEN, NANJING.
TEL:86-25-8375-2618  FAX:86-25-8375-2698

29 CHINA
SHANGHAI HUITONG AUTOMATIC TECHNOLOGY DEVELOPMENT CO., LTD.
16F JINYI MANSION 441 HENAN NORTH ROAD 
SHANGHAI, 200071 CHINA
TEL:86-21-6357-0803  FAX:86-21-6357-0802

27 BRAZIL
KAISHIN INDUSTRIA E COMERCIO LTDA.
RUA ANTONIO FIDELIS, 398-LAPA DE
BAIXO CEP:05068-001-SAO PAULO-SP-BRAZIL
TEL:55-11-3617-3141  FAX:55-11-3617-3142

30

17 CHINA
MIKI PULLEY(TIANJIN) CO., LTD.
NO.2 LIAO HE BEI DAO, BEI CHEN 
HIGH-TECHPARK TIANJIN, P.C. 300410, CHINA
TEL:86-22-2630-3111  FAX:86-22-2672-3111

31CHINA
TIANJIN ACE PILLAR CO., LTD.
NO.3 WEST 10 AVENUE, TIANJIN AIRPORT
INDUSTRIAL PARK, TIANJIN CHINA, 300308
TEL:86-22-2355-6000  FAX:86-22-2355-6368

GERMANY
CENTA ANTRIEBE KIRSCHEY GmbH
BERGISCHE STRASSE 7 42781 HAAN, GERMANY
TEL:49-2129-9120  FAX:49-2129-2790

03

05

GERMANY 
LENZE SE
P.O.BOX 10 13 52, D-31763 HAMELN, 
HAUS-LENZESTRASSE 1, D-31855 AERZEN, GERMANY
TEL:49-5154-82-0  FAX:49-5154-82-2800

04

16

GERMANY
MASCHINENFABRIK MOENNINGHOFF GmbH & CO KG
BESSEMERSTRASSE 100 44793 BOCHUM 
P.O.BOX 10 17 49, 44717 BOCHUM, GERMANY
TEL:49-234-3335-0  FAX:49-234-3335-200

21

HONG KONG
MIKI PULLEY(HONG KONG)CO., LTD.
5TH FL., CCT TELECOM BLDG., 11WO 
SHING STREET, FO TAN, HONG KONG
TEL:852-2947-7508  FAX:852-2947-7518

33

HONG KONG
ON GEAR E & M PRODUCTS LTD.
RM 506-509 5/F., CCT TELECOM BUILDING, 11 WO
SHING STREET, FO TAN, HONG KONG
TEL:852-2690-3320 FAX:852-2690-2326

34

INDIA
MIKI PULLEY (INDIA) PVT. LTD.
PLOT B-29/2, MIDC, TALOJA-410 208, DIST : RAIGAD,
NAVI MUMBAI, INDIA
TEL:91-22-2741-1922  FAX:91-22-2741-1933

35 36INDONESIA
PD. CENTRAL TEHNIK
JL GUNUNG SAHARI, KOMP. MARINA MANGGA DUA 
BLOCK F NO.1 JAKARTA 14420 - INDONESIA
TEL:62-21-645-5152  FAX:62-21-640-3975

18 CHINA
MIKI PULLEY (TIANJIN) CO., LTD. SHANGHAI BRANCH
RM 2603, 26/F, BUILDING A, FAR EAST INTERNATIONAL 
PLAZA, NO.319 XIAN XIA RD., SHANGHAI
TEL:86-21-6249-6161  FAX:86-21-6249-9397

01

DENMARK
ZERO-MAX A/S
HAARUP TVAERVEJ 1, HAARUP, DK-8600 SILKEBORG,  
DENMARK
TEL:45-8681-2288  FAX:45-8681-5388

15

CZECH REPUBLIC
COROLL s.r.o.
HOSTOVSKEHO 525, 549 31 HRONOV. 
CZECH REPUBLIC
TEL:420-491-483-805  FAX:420-491-483-805

32

GERMANY
SCHMIDT-KUPPLUNG GmbH
WILHELM-MAST-STRASSE 15 D-38304 
WOLFENBUETTEL, GERMANY
TEL:49-5331-9552-500  FAX:49-5331-9552-552

55 GERMANY
SCHMIDT-KUPPLUNG GmbH
WILHELM-MAST-STRASSE 15 D-38304 
WOLFENBUETTEL, GERMANY
TEL:49-5331-9552-500  FAX:49-5331-9552-552

06

INDONESIA
PT. HIMALAYA EVEREST JAYA.
JL. DAAN MOGOT KM. 10 NO.151 KEDAUNG KALI PESING 
POGLAR JAKARTA 11710, INDONESIA
TEL:62-21-544-8965  FAX:62-21-619-4658

ISRAEL
DOR DRIVE SYSTEM JAYA.
KIBBUTS EINAT 48805, P.O.B. 6, ISRAEL
TEL:972-3-900 7595  FAX:972-3-900 7599

37

ITALY 
BIANCHI INDUSTRIAL S. p. A. A SOCIO UNICO
VIA G. ZURETTI, 100 - 20125 MILANO, ITALY
TEL:39-0267861  FAX:39-026701062

38

ITALY 
MOTOVARIO S. p. A.
VIA QUATTROPASSI, 1/3-41043 FORMIGINE (MO), 
ITALY
TEL:39-059579711  FAX:39-059579710

39MALAYSIA
HIMALAYA POWER TRANSMISSION SDN. BHD.
GROUND & 1ST FLOOR, BINTULU-MINI ROOD, SUBLOT 4, 
LOT 1175, BLOCK 32, KEMENA LAND DISTRICT, 97000
BINTULU, SARAWAK, P.O.BOX 3052, 97014, MALAYSIA,
TEL:60-86-311930  FAX:60-86-311039

40MALAYSIA
SING HUAT HARDWARE & MACHINERY(M) SDN BHD
LOT 4 JALAN SS 13/4 SUBANG JAYA IND ESTATE, SUBANG 
JAYA, 47500 PETALING JAYA, SELANGOR, MALAYSIA
TEL:60-3-5633-7655  FAX:60-3-5633-9700

NETHERLANDS
AMMERTECH B. V.
ACHTERDIJK 15; 5705 CB HELMOND,
 THE NETHERLANDS
TEL:31-492 594 300  FAX:31-492 594 349

41

NEW ZEALAND
R. R. FISHER & CO., LTD.
13 SPRING STREET, PAPATOETOE, AUCKLAND, 
NEW ZEALAND
TEL:64-9278-4059  FAX:64-9279-8286

43PHILIPPINES
LEELENG COMMERCIAL, INC.
387-393 DASMARINAS STREET P.O. BOX 480, MANILA, 
PHILIPPINES
TEL:63-2-241 8901  FAX:63-2-241 4060

07 SINGAPORE
CENTA TRANSMISSIONS FAR EAST PTE., LTD.
No 76 TUAS SOUTH AVENUE 2 SINGAPORE 637519
TEL:65-6316-2508  FAX:65-6316-2509

SINGAPORE
ACE PILLAR(S) PTE LTD.
NO.1, KAKI BUKIT AVE 3, KB-1, #06-02, 
SINGAPORE 416 087
TEL:65-6748-6586  FAX:65-6748-5613

45 SINGAPORE
SEIMITSU FACTORY AUTOMATION (S) PTE LTD
NO. 240 MACPHERSON ROAD, #04-06,
PINES INDUSTRIAL BUILDING, SINGAPORE 348574
TEL:65-6747-8816  FAX:65-6747-8827

SINGAPORE
SING HUAT HARDWARE & MACHINERY PTE., LTD.
327-329, JALAN BESAR 208981 SINGAPORE
TEL:65-6293-6861  FAX:65-6293-8516

46

SOUTH KOREA
MIKI PULLEY (KOREA) CO., LTD.
302-406 IT BUCHEON TECHNO-PARK SSANGYOUNG 
3CHA 36-1 SAMJEONG-DONG(397 SEOKCHEON-RO)
OJEONG-GU BUCHEON-SI KYEONGGI-DO SOUTH KOREA 421-742
TEL:82-32-624-1750  FAX:82-32-624-1752

19

SPAIN
RODAMIENTOS FEYC S.A.
C/PROGRES, 127-133 POL. IND. ALMEDA
08940 CORNELLA DE. LLOBREGAT
TEL:34 934 740 464  FAX:34 934 745 893

47

SWEDEN
ETP TRANSMISSION AB.
BOX 1120, S-581 11, LINKOEPING, SWEDEN
TEL:46-13247100  FAX:46-13247190

44PORTUGAL
RF PORTUGAL - ROLAMENTOS E COMPONENTES, LDA.
RUA DO CASTANHAL, 682 Z.I. DA MAIA  
SECTOR II 4475-122 MAIA, PORTUGAL
TEL:351 22 947 8950  FAX:351 22 947 8960

42 POLAND
ADMECH
KARAKOWASKA 50 STREET, BALICE, 32-083, 
POLAND
TEL:48 12 630-47-62  FAX:48 12 630-47-00

08

SWITZERLAND
BAMATEC AG
FABRIKSTRASSE POSTFACH CH 8734 ERMENSWIL, 
SWITZERLAND
TEL:41-55-2868-585  FAX:41-55-2868-525

12 U.S.A.
HELICAL PRODUCTS COMPANY, INC.
901 WEST McCOY LANE, P.O.BOX 1069, SANTA MARIA, 
CALIFORNIA 93456-1069, U.S.A.
TEL:1-805-928-3851  FAX:1-805-928-2369

53 U.S.A.
BRAKECLUTCH,LLC
48 VISTA Dr. FLANDERS, NEW JERSEY 07836, U.S.A.
TEL:1-973-584-4539  FAX:1-973-584-2371

11 U.S.A.
CENTA CORPORATION
2570 BEVERLY DRIVE #128 AURORA, ILLINOIS 
60502-8588 U.S.A.
TEL:1-630-236-3500  FAX:1-630-236-3565

52 U.K
HMK TECHNICAL SERVICES LTD.
KAPPA HOUSE HATTER STREET CONGLETON CHESHIRE 
CW12 1QJ UNITED KINGDOM
TEL:44 1260 279411  FAX:44 1260 281022

02

51

SWITZERLAND 
ROSTA AG
HAUPTS TRASSE 58 SH-5502, HUNZENSCHWIL,
SWITZERLAND
TEL:41-62-897-2421  FAX:41-62-897-1510

10

TAIWAN
ACE PILLAR CO., LTD.
2F NO.7, LANE 83 SEC 1, KUANG-FU RD., SAN-CHUNG CITY, 
TAIPEI HSIEN 241, TAIWAN
TEL:886-2-2995-8400  FAX:886-2-2995-3466

48

TAIWAN 
MIKI PULLEY(TAIWAN)CO., LTD.
NO.46-2, KEYA RD., DAYA DISTRICT, 
TAICHUNG CITY, 428, TAIWAN 
 

20

THAILAND
NAM SAE INTERNATIONAL TRADING CO., LTD.
32-34, SOI SRITHAMMATIRAD, CHAROENKRUNG ROAD, 
POMPRAB,BANGKOK 10100, THAILAND
TEL:66-2-222-0072  FAX:66-2-224-8071

50THAILAND
ID MART CO., LTD.
168/57 NAKNIWAS ROAD, KHWAENG LADPRAO, 
KHET LADPRAO, BANGKOK 10230, THAILAND
TEL:66-2530-3777  FAX:66-2530-6777

49 TURKEY
POLYMAK MUHENDISLIK-AHMET COMAK
ESENSEHIR MAH. KURKCULER CAD. ERYILMAZ SOK. NO:31 
DUDULLU ‒ ESENSEHIR UMRANIYE ISTANBUL, TURKEY
TEL:90-216-527 3030  FAX:90-216-527 6510

09

14 U.S.A.
ZERO-MAX, INC.
13200 SIXTH AVENUE NORTH, PLYMOUTH, MINNESOTA 
55441, U.S.A.
TEL:1-763-546-4300  FAX:1-763-546-8260

TEL:886-4-3700-7708  FAX:886-4-2565-8700

54 VIETNAM
ANH NGHI SON SERVICE TRADING CO., LTD.
D3 MIEU NOI RESIDENT AREA, DINH TIEN HOANG STREET, 
W.3, BINH THANH DIST., HCMC, VIETNAM
TEL:84 8 3517 0401  FAX:84 8 3517 0403

22 SWITZERLAND
MIKI PULLEY (EUROPE) AG
RHEINWEG 5, 8200 SCHAFFHAUSEN, SWITZERLAND
TEL:41-52-625-2424  FAX:41-52-625-2429

GERMANY
INTORQ GmbH & Co.KG
WULMSER WEG5,D-31855 AERZEN GERMANY
TEL:49-5154-9539-41  FAX:49-5154-9539-10

World Wide Network
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Dual Rubber Couplings

STEPFLEX

Couplings with High Damping Performance
Our newly developed laminated rubber element achieves high damping and low reaction force. These couplings 
for servo and stepper motors boast high damping performance. Their unitized construction with HNBR in the 
power-transmitting elements provides a backlash-free design. They dampen vibration faster than flexible couplings 
that use metal in their elastic components. This suppresses the resonance phenomenon that can occur with stepper motors, 
enabling resonance to be avoided over a wide range of operating speeds. It also provides stable high-speed control.

Structure and Materials

Max. nominal torque (N·m) 30
Bore ranges (mm) φ3 ～ 30

Operating temperature (℃ ) －20 ～ 80
Driver Servo motor, stepper motor

Application Encoder, Semi conductor manufacturing equipment, ActuatorHigh 
flexibility

High responseHigh 
response

Easy to removeEasy to 
mount and 

remove

High 
damping

No backlashNo-backlash

ANGULAR AXIAL

TORQUE PARALLELClamping hub
   Material: High-strength 
   aluminum alloy

Clamping bolt 
  Material: Alloy steel for machine structural use
  Surface finishing: Solid lubricant coating

Laminated rubber element
  Material: HNBR

Hard rubber

Soft rubber

* M1.6 for STF-013SA1
 Clamping bolts have a black 
surface finishing.
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 Main Features
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STEPFLEX 

Single layer rubber 
element coupling

STEPFLEX

Comparison of counterforces for parallel misalignment

Metal Disc Couplings

Comparison of counterforces along the axial direction

The STEPFLEX laminated rubber element couplings provide better damping performance than standard metal disc couplings.

Use of a laminated rubber element with layers of varying hardnesses of rubber works to dramatically cut down on counterforces generated along 
the parallel and axial directions.

The damping effect can be seen clearly in the board chart, providing a bigger gain margin than metal plate-spring type couplings and helping to 
boost gain in the device.

■ Excellent Damping Performance

■ Shaft Counterforce Is Also Reduced

■ Enables Higher Gain

STEPFLEX Metal Disc Couplings
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STF Models

Model

Torque Misalignment
Max.

rotation speed
[min-1]

Torsional stiffness
[N·m/rad]

Moment
of inertia

[kg·m2]

Mass
[kg]Nominal

[N·m]
Max.
[N·m]

Parallel 
[mm]

Angular 
[°]

Axial
[mm]

STF-013SA1 0.5 1 0.15 1.5 ± 0.2 10000 15 0.11 × 10− 6 0.004

STF-016SA1 1 2 0.15 1.5 ± 0.2 10000 27 0.31 × 10− 6 0.009

STF-019SA1 1.5 3 0.15 1.5 ± 0.2 10000 38 0.70 × 10− 6 0.013

STF-024SA1 2.5 5 0.15 1.5 ± 0.2 10000 127 1.89 × 10− 6 0.023

STF-029SA1 4 8 0.2 1.5 ± 0.3 10000 201 4.40 × 10− 6 0.034

STF-034SA1 6 12 0.2 1.5 ± 0.3 10000 371 9.77 × 10− 6 0.056

STF-039SA1 8.5 17 0.2 1.5 ± 0.3 10000 485 21.13 × 10− 6 0.091

STF-044SA1 15 30 0.2 1.5 ± 0.3 10000 996 37.30 × 10− 6 0.120

STF-056SA1 30 60 0.2 1.5 ± 0.3 10000 2075 125.5 × 10− 6 0.251

* Check the Max. Torque for the Shaft Diameter list as there may be limitations on the standard and maximum torque caused by the holding power of the coupling shaft section.
* The max. rotation speed values do not take into account dynamic balance.
* The static torsional stiffness values are analysis values for the element taken at a temperature of 20°C at maximum bore diameter.
* The moment of inertia and mass are measured for the maximum bore diameter.

Specifications

Standard Bore Diameter

Model
d1・d2 ［mm］ D

［mm］
L

［mm］
LF

［mm］
S

［mm］
A

［mm］
C

［mm］

M
Qty·Nominal 

diameter

Tightening
torque
[N·m]Min. Max.

STF-013SA1 3 5 13 18 6 6 3.9 2 1-M1.6 0.23 ～ 0.28

STF-016SA1 3 6 16 22 7.5 7 4.8 2.5 1-M2 0.4 ～ 0.5

STF-019SA1 3 8 19 25 9 7 5.8 (6) 3.15 1-M2.5 (M2) 1.0 ～ 1.1 (0.4 ～ 0.5)

STF-024SA1 5 10 24 27 9 9 8.7 3.15 1-M2.5 1.0 ～ 1.1

STF-029SA1 5 14 29 30 10 10 11 3.3 1-M2.5 1.0 ～ 1.1

STF-034SA1 5 16 34 34 12 10 12.5 3.75 1-M3 1.5 ～ 1.9

STF-039SA1 6 19 39 41 15.5 10 14 4.5 1-M4 3.4 ～ 4.1

STF-044SA1 8 24 44 48 15.5 17 17 4.5 1-M4 3.4 ～ 4.1

STF-056SA1 8 30 56 60 20.5 19 22 6 1-M5 7.0 ～ 8.5

* The nominal diameter for the clamping bolt M is equal to the quantity minus the nominal diameter of the screw threads, where the quantity is for a hub on one side.
* The figures in parentheses (  ) for the STF-019  are the values when d1 or d2 is ø8 mm.
* The escape in the internal diameter of the element is equal to dimension d2 (large diameter) plus ø0.9 mm.
* The rated dimension tolerance for countershafts is h7 class.

φ
d2

φ
d1

A

φ
D

C

LF

L

S

M

Dimensions

Model
Standard bore diameter d1･d2 ［mm］

3 4 5 6 6.35 7 8 9 9.525 10 11 12 13 14 15 16 17 18 19 20 22 24 25 28 30

STF-013SA1 ● ● ●

STF-016SA1 ● ● ● ●

STF-019SA1 ● ● ● ● ● ● ●

STF-024SA1 ● ● ● ● ● ● ● ●

STF-029SA1 ● ● ● ● ● ● ● ● ● ● ● ●

STF-034SA1 ● ● ● ● ● ● ● ● ● ● ● ● ● ●

STF-039SA1 ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ●

STF-044SA1 ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ●

STF-056SA1 ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ●

* The bore diameters marked with ● are supported as standard bore diameter.
* Depending on the bore diameter used, restrictions may apply to the standard and maximum torque as determined by the holding force in the shaft coupling. Check "Max. Torque for the Shaft Diameter".
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Max. Torque for the Shaft Diameter

STF-029SA1-10B-14B

Size Bore diameter: d1 
(Small diameter)

Affixing Methods
B: Clamp

Bore diameter: d2 
(Large diameter)

How to Place an 
Order

d1-d2
Max. 

torque
[N・m]

d1-d2
Max. 

torque
[N・m]

d1-d2
Max. 

torque
[N・m]

d1-d2
Max. 

torque
[N・m]

d1-d2
Max. 

torque
[N・m]

d1-d2
Max. 

torque
[N・m]

d1-d2
Max. 

torque
[N・m]

3B-3B 0.8 3B-4B 0.8 3B-5B 0.8 3B-6B 0.8 3B-6.35B 0.8 3B-7B 0.8 3B-8B 0.8

4B-4B 1.2 4B-5B 1.2 4B-6B 1.2 4B-6.35B 1.2 4B-7B 1.2 4B-8B 0.8

5B-5B 1.6 5B-6B 1.6 5B-6.35B 1.6 5B-7B 1.6 5B-8B 0.8

6B-6B 1.9 6B-6.35B 1.9 6B-7B 1.9 6B-8B 0.8

6.35B-6.35B 1.9 6.35B-7B 1.9 6.35B-8B 0.8

7B-7B 2.3 7B-8B 0.8

8B-8B 0.8

STF-019SA1 standard bore diameter and max. torque

Model
Standard bore diameter [mm] and max. torque for the shaft diameter［N・m］

3 4 5 6 6.35 7 8 9 9.525 10 11 12 13 14 15 16 17 18 19 20 22 24 25 28 30

STF-013SA1 0.10 0.25 0.40

STF-016SA1 0.5 0.6 0.7 0.8

STF-019SA1 0.8 1.2 1.6 1.9 1.9 2.3 0.8

STF-024SA1 1.6 2.1 2.1 2.6 3.3 4.0 4.0 4.7

STF-029SA1 1.8 2.2 2.2 2.7 3.4 4.1 4.1 4.8 5.5 6.3 7.8 8.0

STF-034SA1 2.7 3.0 3.0 3.3 4.0 4.8 4.8 5.6 6.5 7.8 9.0 10.7 12.0 12.0

STF-039SA1 3.4 3.4 4.0 5.0 6.1 6.1 7.1 8.2 9.3 10.4 11.5 12.8 14.0 15.3 16.6 17.0

STF-044SA1 6.0 8.3 8.3 9.8 11.3 12.8 14.3 16.0 17.3 18.8 20.3 21.8 23.5 24.8 27.8 30.0

STF-056SA1 10.7 11.9 11.9 13.4 14.9 16.3 17.8 18.7 20.8 22.2 23.7 25.2 27.0 32.0 41.9 52.0 56.3 60.0 60.0

* Check the above list as there may be limitations on the standard and maximum torque caused by the holding power of the coupling shaft section.
*  Standard or maximum torque with a limitation becomes the small diameter (d1) torque value. However, note that only in the instance that d1 or d2 for STF-019SA1 is ø8 mm, there is a decrease in the size of the 

clamping bolt, and the limit is 0.8 N·m.
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■  Precautions for Handling

■ Clamping Bolts

■ Suitable Torque Screwdriver

■  Mounting

(1) Couplings are designed for use within an operating temperature  
from -20℃ to 80℃ . Avoid using it under the environment where 
water, oil, acid, alkali, ozone, chemical agent, etc. are used. Use and 
storage in direct sunlight may shorten element service life, so cover 
elements appropriately.

(2) Do not tighten up clamping bolts until after inserting the 
mounting shaft.

Use Miki Pulley-specified clamping bolts because they are processed 
with solid lubrication films (except for STF-013SA1 M1.6). Applying 
adhesives to prevent loosening, oil, or the like to a clamping bolt will 
alter torque coefficients due to those lubricating components, creating 
excessive axial forces and potentially damaging the clamping bolt or 
coupling. Be particularly careful to never use liquid anaerobic screw 
fixatives, as they have adverse effects on the rubber body.

(1) Check that coupling clamping bolts have been loosened and remove any 
rust, dust, oil residue, etc. from inner diameter surfaces of the shaft and 
couplings. In particular, never allow oil or grease containing antifriction or 
other agent (molybdenum-, silicon-, or fluorine-based), which would 
dramatically affect the friction coefficient, to contact the surface.

(2) Be careful when inserting the couplings into the shaft so as not to apply 
excessive force of compression or tensile force to the element. Be 
particularly careful not to apply excessive compressing force needlessly 
when inserting couplings into the paired shaft after attaching the 
couplings to the motor.

(3) With two of the clamping bolts loosened, make sure that couplings move 
gently along the axial and rotational directions. Readjust the centering of 
the two shafts if the couplings fail to move smoothly enough. This method 
is recommended as a way to easily check the concentricity of the left and 
right sides. If unable to use the same method, check the mounting accuracy 
using machine parts quality control procedures or an alternative method.

(4) As a general rule, round shafts are to be used for the paired mounting 
shaft. If needing to use a shaft with a different shape, be careful not to 
insert it into any of the locations indicated in the diagrams below. (Grayed 
areas  indicate areas wherein clamping hub shifts when clamped. Do 
not allow keyways, D-shaped cuts, or other insertions in these areas.)  
Placing the shaft in an undesirable location may cause the couplings to 
break or lead to a loss in shaft holding power. It is recommended that you 
use only round shafts to ensure full utilization of the entire range of 
coupling performance.

(5)  Insert and mount each shaft far enough in that the paired 
mounting shaft touches the shaft along the entire length of the 
clamping hub of the coupling (LF dimension), as shown in the 
diagram below, and does not interfere with the elements or the 
other shaft. In addition, restrict the dimension between clamping 
hub faces (S dimension) within the allowable error range for axial 
displacement with respect to a reference value. Note that the 
tolerance values were calculated based on the assumption that 
both the level of parallel misalignment and angular deflection are 
zero. Adjust to keep this value as low as possible.

(6)  Check to make sure that no compression or tensile force is being 
applied along the axial direction before tightening up the two 
clamping bolts. Use a calibrated torque wrench to tighten the 
clamping bolts to within the tightening torque range listed below.

Model Clamping bolts Tightening torque [N·m]

STF-013SA1 M1.6 0.23 ～ 0.28

STF-016SA1 M2 0.4 ～ 0.5

STF-019SA1 M2.5（M2） 1.0 ～ 1.1（0.4 ～ 0.5）

STF-024SA1 M2.5 1.0 ～ 1.1

STF-029SA1 M2.5 1.0 ～ 1.1

STF-034SA1 M3 1.5 ～ 1.9

STF-039SA1 M4 3.4 ～ 4.1

STF-044SA1 M4 3.4 ～ 4.1

STF-056SA1 M5 7.0 ～ 8.5

* Use M2 bolts on STF-019SA models with holes with a diameter of ø8 mm.
* The start and end numbers for the tightening torque ranges are between the minimum and 

maximum values. Tighten bolts to a tightening torque within the specified range for the model 
used.

Items Checked for Design Purposes

STF Models

■ Proper mounting examples

■ Poor mounting examples

Axial direction

Rotational direction

LFLF S

Model LF [mm] S [mm]

STF-013SA1 6 6

STF-016SA1 7.5 7

STF-019SA1 9 7

STF-024SA1 9 9

STF-029SA1 10 10

STF-034SA1 12 10

STF-039SA1 15.5 10

STF-044SA1 15.5 17

STF-056SA1 20.5 19

Nominal bolt 
diameter

Tightening 
torque [N·m] 

Torque 
screwdriver Hexagon bit Coupling size

M1.6 0.23 ～ 0.28 CN30LTDK CB1.5mm 013

M2 0.4 ～ 0.5 CN60LTDK SB1.5mm 016,019

M2.5 1.0 ～ 1.1 CN120LTDK SB2mm 019,024,029

M3 1.5 ～ 1.9 CN200LTDK SB2.5mm 034

M4 3.4 ～ 4.1 CN500LTDK SB3mm 039,044

M5 7.0 ～ 8.5 N10LTDK SB4mm 056

Other than the size on the leftSize: 013, 016 or 019 (φ 8) or 056 (φ 19 or less)

Other than the size on the leftSize: 013, 016 or 019 (φ 8) or 056 (φ 19 or less)

■ Special Items to Take Note of
You should note the following to prevent any problems.

(1) Always be careful of parallel, angular, and axial misalignment.

(2) Always tighten bolts with the specified torque.
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MODELS

STF

■  Points to Consider Regarding the Feed Screw System

■ Guide for Selecting Size

STEPFLEX coupling STF model is the coupling greatly controls and 
prevents the resonance of stepper motor and oscillation of servo 
motor by utilizing the damping of laminated rubber element. If more 
detailed review is required, make a review by paying attention to the 
following points.

Please contact Miki Pulley with any questions regarding servo motor 
oscillation or stepper motor resonance.

Stepper motors resonate at certain rotation speeds due to the pulsation 
frequency of the stepper motor and the torsional natural frequency of the 
system as a whole. To avoid resonance, either the resonant rotation speed 
must be simply skipped or the torsional natural frequency considered at 
the design stage.

Displays under the guide of suitable size for STEPFLEX coupling 
measured from the result of rated output of general stepper motor 
and servo motor. The torque characteristics of servo motors vary 
between manufacturers , so check the specif icat ions in the 
manufacturer catalog before finalizing a coupling size selection.

Gain adjustment on the servo motor may cause the servo motor to 
oscillate. Oscillation in the servo motor during operation can cause 
problems particularly with the overall natural frequency and electrical 
control systems of the feed screw system.

In order for these issues to be resolved, the torsional stiffness for the 
coupling and feed screw section and the moment of inertia and other 
characteristics for the system overall will need to be adjusted and the 
torsional natural frequency for the mechanical system raised or the 
tuning function (filter function) for the electrical control system in the 
servo motor adjusted during the design stage.

(1)  Select a coupling based on the nominal and maximum torque of 
the servo motor or stepper motor.

(2) Find the overall natural frequency, Nf, from the torsional stiffness of 
the coupling and feed screw, κ, the moment of inertia of the 
driving side, J1, and the moment of inertia of driven side, J2, for the 
feed screw system shown below.

■  Selection Procedures
(1) Find the torque , Ta, applied to the coupling using the output 

capacity, P, of the driver and the usage rotation speed, n.

(2)  Determine the service factor K from the usage and operating 
conditions, and find the corrected torque, Td, applied to the coupling.

Ta [N·m] = 9550 ×
n[min − 1]

P [kW]

Td [N·m] = Ta × K1 × K2 × K3 × K4

Hrs./day 〜 8 〜 16 〜 24

K2 1.0 1.12 1.25

■ Service factor based on operating time: K2

Times/min. 〜 60 〜 120 〜 360 Over 360

K3 1.0 1.3 1.5 ＊

* Items marked with asterisks require consultations.

■ Service factor based on starting/braking frequency: K3

Temperature [℃ ] − 20 〜 30 30 〜 40 40 〜 50 50 〜 60 60 〜 70 70 〜 80

K4 1.0 1.1 1.2 1.4 1.6 1.8

■ Service factor based on operating temperature: K4

■ Service factor based on load property: K1

Load
properties

Constant Vibrations: Small Vibrations: Medium Vibrations: Large

K1 1.0 1.25 1.75 2.25

(3) Set the size so that the standard coupling torque Tn is at least 
equal to the corrected torque, Td.

Tm ≧ Ts
(5)   When the required shaft diameter exceeds the maximum bore 

diameter of the selected size, select a suitable coupling. When 
using a clamping hub, the bore diameter may restrict the 
transmission torque. For that reason, check that the clamping-hub 
shaft holding force of the selected coupling size is at least equal to 
the peak torque, Ts, applied to the coupling.

(6) Contact Miki Pulley for assistance with any device experiencing 
extreme periodic vibrations.

Tn ≧ Td
(4) Select a size that results in a maximum torque, Tm, for the 

coupling that is at least equal to the peak torque, Ts, generated by 
the driver, follower or both. Maximum torque refers to the 
maximum amount of torque that can be applied for a set amount 
of time considering eight hours of operation per day and up to 
around ten instances.

Nf:  Overall natural frequency of a feed screw system [Hz]
κ :  Torsional stiffness of the coupling and feed screw [N·m/rad]
J1:  Moment of inertia of driving side [kg·m²]
J2:  Moment of inertia of driven side [kg·m²]

J1
J2

κ

Motor

Feed 
screw

Bearings

TableCoupling

Nf ＝ 1
２π

κ（ １ ＋ １ ） J 1  J 2

■ Stepper motor resonance

■ Servo motor oscillation

■ How to find the natural frequency of a feed screw system

Stepper motor Rated output of servo motor Model

□20～ 5W・10 Ｗ STF-013SA1

□30～ 20W・30W STF-016SA1

□40～ 50W・100W STF-019SA1

□40～ 100W STF-024SA1

□50～ 200W STF-029SA1

□60～ 400W STF-034SA1

□85～ 750W STF-039SA1

□85～ 1kW STF-044SA1

□85～ 1.5kW STF-056SA1
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